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TRAFFIC SIGNAL INSTALLATION
ELECTRICAL SERVICE REQUIREMENTS TOTAL SCHEDULE OF QUANTITIES
WATTAGE . WATTAGE
TYPE NO. LAMPS INCAND. LED 7Z.0PERATION ITEM UNIT QUANTITY
SIGNAL (RED) 4 135 17 0.50 119 E— — E— NOTE:
(YELLOW a 135 [ 25 0.25 87.5 MAINTENANCE OF EXISTING TRAFFIC SIGNAL INSTALLATION EACH 1 CABLE PLAN THE TRAFFIC SIGNAL CONTROL
(GREEN) 5 s 0.25 56.25 TRAFFIC SIGNAL POST, GALVANIZED STEEL 14 FT. EACH 4 EQUIPMENT FOR THIS PROJECT
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TLLOM. SToN a7 5 oE SIGNAL HEAD, LED, 1-FACE, 3-SECTION, BRACKET MOUNTED EACH 4
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FLASHER 35 [ 25 050 SIGNAL HEAD, LED, 2-FACE, 1-3 SECTION, 1-5 SECTION, BRACKET MOUNTED EACH 1 LTeLE
ENERGY COSTS TO: TOTAL = | 367.55 TRAFFIC SIGNAL BACKPLATE, LOUVERED, ALUMINUM EACH 5
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